
 
Confinement Documented Safety Analysis Information 

Facility:  242-A Evaporator Hazard Category:  2 Performance Expectations 
Type Confinement Confinement Classification 

Bounding 
Accidents 

Active  Passive 
Doses 

Bounding 
unmitigated/ 

mitigated 

SC SS DID Function 
Functional 
Requireme

nts 

Performance 
Criteria 

Compensatory 
Measures 

A spill from a 
seismic event or 
other initiator that 
collapses the 242-
A Building 

None 
credited 

None 
credited 
(LPF=1.0) 

100 m = 3.7 rem / 
3.7 rem 
 
Site Boundary = 
3.3E-3 rem /  
3.3E-3 rem 

None 
 required 

None 
required 

None 
required 

NA NA NA NA 

A fire from an 
unidentified 
initiator ignites 
combustibles in 
the evaporator 
room causing a 
spray leak of 
waste onto the fire  

None 
credited 

None 
credited 
(LPF=1.0)  
 

100 m = 3.2 rem / 
3.2 rem 
 
Site Boundary = 
9.6E-3 rem /  
9.6E-3 rem 

None 
required 

None 
required 
 

None 
required  

NA  NA  NA  NA 

Deflagration or 
detonation in the 
evaporator vessel.  

None 
credited 

None 
credited 
(LPF=1.0)  
 

100 m = 21 rem / 
 21 rem 
 
Site Boundary = 
6.4E-2 rem / 
6.4E-2 rem 

None 
required 

None 
required 

None 
required  

NA  NA  NA  NA 

 
 


